Specifications

Type

o No.of Pixels

3

e, Panel Size
Type

Aspect Ratio

Zoom & Focus Method

B "F" Value Aperture

S

@

"I" Value Focus Length

Zoom Ratio

Lamp (High Pressure Mercury)
Brightness

Contrast Ratio

Resolution

Colour Reproduction

Screen Size

Projection Distance

Compatible ) Horizontal
Scanning Frequency% Vertical
Computer Signal
S-Video Signal

Input
Video Signal

S|eUIWIB)

Control Terminal

Video Signal

Input Signal Colour Difference signal
RGB Signal

Conditions for Usage Environment

Dimensions (WX HX D)

Weight

Power Consumption

Power Source

Replacement Lamp Type

DLP™
786,432 (1,024 X768)
0.7" DMD
4:3
Manual
F2.7~2.88
=28.43~32.73mm
1.15x
156W
1,500 lumens
2,100: 1
1,024 X768 (XGA)
1,677 Million Colours
31.7~300"
1.5~122m
31.35~79.98 kHz
56~85 Hz
RGB (Mini D-sub 15 pin)
Mini DIN4 pin
RCA pin
UsB
NTSC/PAL/SECAM
480i, 480p, 576i, 576p, 720p, 1080i
VGA. SVGA, XGA. SXGA (Compressed)
Temp : 5C~35C
200X75.3X154.2mm
1.0 kg
195 W
AC100~240V, 50/60Hz
TLPLP8

@ Brightness is the average number for the product at the point of shippment and the number is based on the specification style of
JIS x 6911:2003 Data projector. Actual lamp life may vary based on ambient environment.

3% Adjusted distortion wave: the number is preset to the range of this adjusted signal.
There are some posssibiiies not be able to show the wave even itis within the range i it is different from the preset signal specification.

Attached products

+ Instruction Manual + RGB Cable (3m) + Mouse remote control receiver
+ CD-ROM Instruction Manual + Remote control with mouse + Carrying Bag

- Power Cable - Batteries (For mouse)

Options

Replacement Lamp

TDP-P8

Data Projector

TDP-P8

DATA PROJECTOR

TOSHIBA

Outside measurement

Unit:mm
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TLPLP8
300" | 610X457
Back Panel
@ ® @ 0)
@ Computer Input Port
@ Video Port
® S-Video Port
@ USB Port

Product design as<d spooiicaions e subject to change without notice.

BUSINESS HOME EDUCATION

More compact than before.

TOSHIBA

TOSHIBA SINGAPORE PTE LTD

Global Trading Department - Asian Headquarters Division
438B Alexandra Road #06-01, Alexandra Technopark Singapore 119968

Tel (65) 6275 0660 Fax: (65) 6275 5053

www.toshiba.com.sg

Distributed by: More powerfUI than ever-

DLP”
ATEKAS INSTRUMENTS TECHNOLOGY

Lightweight 1.0kg *« 1500 ANSI-lumens < High Contrast Ratio: 2100 : 1 « XGA




